STATUTES AT LARGE[

(a) The driver of any motor vehicle carrying passengers for hire,
or of any school bus carrying any school child, or of any vehicle carry-
ing explosive substances or flammable liquids as a cargo or part of a
cargo, before crossing at grade any track or tracks of a railroad, shall
stop such vehicle within 50 feet but not less than 15 feet from the
nearest rail of such railroad and while so stopped shall listen and look
in both directions along such track for any approaching train, and for
signals indicating the approach of a train, except as hereinafter pro-
vided, and shall not proceed until he can do so safely. After stopping
as required herein and upon proceeding when it is safe to do so the
driver of any said vehicle shall cross only in such gear of the vehicle
that there will be no necessity for changing gears while traversing
such crossing and the driver shall not shift gears while crossing the
track or tracks.
(b) No stop need be made at any such crossing where a police
officer or a traffic-control signal directs traffic to proceed.
(c) This section shall not apply at street-railway grade crossings
within a business or residence district.
OECTION 105: Through highways -        stop intersection -  atop
signs-Vehicles Must Stop at Through Highways.-(a) The Depart-
tnent with  reference  to State highways   and local authorities
with reference to other highways under their jurisdiction may
designate through highways and erect stop signs at specified entrances
thereto or may designate any intersection as a stop intersection and
erect like signs at one or more entrances to such intersection.
(b) Every stop sign shall be erected as near as practicable to the
nearest line of the crosswalk on the near side of the intersection or,
if there is no crosswalk, then as close as practicable to the nearest
line of the roadway.
(c) Every driver of a vehicle approaching a stop sign shall stop
before entering the crosswalk on the near side of the intersection or
in the event there is no crosswalk shall stop at a clearly marked stop
line but if none then at the point nearest the Intersecting highway
where the driver has a view of approaching traffic on the intersecting
highway before entering the intersection except when directed to pro-
ceed by a police officer or traffic control signal.
SECTION 106: Stop Before Emerging from Alley or Private
Driveway.-The driver of a vehicle within a business or residence
district emerging from an alley, driveway or building shall stop such
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